
DFC-0124 POWER FACTOR CONTROLLER 
AND REMOTE MONITORING SYSTEM



TOMORROWõS TECHNOLOGY AVAILABLE TODAY



24 STEP OUTPUTS

6 STEP OUTPUTS

6 STEP OUTPUTS

6 STEP OUTPUTS

6 STEP OUTPUTS



CONTACTOR AND STATIC SWITCH OUTPUTS AVAILABLE

6 STEP OUTPUTS

6 STEP OUTPUTS

6 STEP OUTPUTS

6 STEP OUTPUTS

EACH GROUP OF 6 CAN BE SELECTED AS CONTACTOR OR STATIC SWITCH  OUTPUTS



COMPENSATES FAST CHANGING LOADS

MEASUREMENT PERIOD:  20 ς100ms (ADJUSTABLE)

CORRECTION DELAY: 40 ς120ms      



STANDARD  SVC OUTPUTS

SVC OUTPUTS

SVC SCREEN PF VALUE

ALWAYS EXACT COMPENSATION WITH  SVC OUTPUTS



AUTOMATIC CORRECTION OF CONNECTION FAULTS

Á CORRECTS PHASE ORDER OF VOLTAGE INPUTS

Á CORRECTS POLARITY OF CURRENT INPUTS

Á CORRECTS ORDER OF CURRENT INPUTS



FAST AUTO SETUP

Á AUTO SETUP PERFORMED UNDER LOAD

Á FIRST STEP MUST BE 3-PHASE CAPACITOR

Á OTHER STEPS CAN BE 1 ς2 ς3 PHASED

Á STEPS MAY BE SHUNT REACTORS

Á REPEATS AUTO SETUP ONCE PER MONTH



CONTINUOUS MEASUREMENT OF STEP VALUES

Á MEASURES AND UPDATES CONTINUOUSLY ALL STEP RATINGS

Á GIVES ALARM IN CASE OF LOSS OF RATING

Á DETECTS STEP FAILURES  AUTOMATICALLY 



0.5% MEASUREMENT ACCURACY

Á VOLTAGE 0.5 %

Á CURRENT 0.5 %

Á FREQUENCY 0.2 %

Á kW ςkVAr 1.0 %

ÁŎƻǎ ∑ 0.5 %



EASY TO READ GRAPHIC LCD DISPLAY

Á 128 x 64 PIXELS

Á ANALOG DISPLAYS



WAVEFORM DISPLAYS

Á ALL VOLTAGE & CURRENT 
WAVEFORMS CAN BE VISUALIZED



HARMONIC ANALYSIS

Á ALL VOLTAGE & CURRENT INPUTS ARE ANALYZED

Á 1st to 31st HARMONICS DISPLAYED



CONFIGURABLE SCREENS

Á 4 USER CONFIGURABLE SCREENS AVAILABLE

Á SELECTABLE CHARACTER SIZE

Á MAXIMUM 16 PARAMETERS DISPLAYED

Á ANY MEASURED PARAMETER CAN BE DISPLAYED



LONG TERM DATA RECORDING

Á UNLIMITED USB MEMORY CAPACITY

Á RECORDS DATA IN EXCEL FORMAT

Á ADJUSTABLE RECORD PERIOD

Á RECORDS ALL MEASUREMENTS

USB MEMORY



250 EVENT RECORDS

ÁWITH DATE & TIME STAMP

ÁWITH SNAPSHOT OF MEASUREMENTS

ÁEVENTS DOWNLOADABLE TO COMPUTER



INTERNET COMMUNICATIONS

LAN + GPRS CONNECTIVITY

MAINS PFC CONTROLLER

INTERNET

ETHERNET PORT

GPRS MODEMRS232

GPRS MODEM



INTERNET COMMUNICATIONS

MAINS

INTERNET

RAINBOW SCADA
SERVER

MONITORING SOFTWARE

PFC CONTROLLER



DISPLAYING 60õ000 UNITS ON ONE SCREEN

ALARM WARNING SILENT RUNNING REST

Alarm:5, Warning:6,
Normal:30, Silent:0



DETAILED MONITORING

INSTANT 

MEASUREMENTS

STEP 

INFORMATION

ENERGY 

COUNTERS

ALARMS AND 

WARNINGS

DEMAND AND 

MIN-MAX 

VALUES

RETURN TO 

MAP

COMMUNICATION 

INFORMATION



GROUPING OF CENTERS

Country

Region

City

Town

Site-Id



EMBEDDED WEB SITE

REACH THE UNIT FROM ANYWHERE IN THE WORLD WITH A WEB BROWSER

Á ALARMS AND WARNINGS
Á STEP CONFIGURATIONS
Á STEP RATINGS
Á STEP RUN HOURS
Á STEP SWITCHING COUNTERS

Á DAILY PERFORMANCE
Á MONTHLY PERFORMANCE
Á INSTANT MEASUREMENTS
Á ENERGY COUNTERS
Á EVENT RECORDS



E-MAIL SENDING ON FAULT

BE AWARE OF FAULTS ANYTIME

PFC CONTROLLER

ETHERNET PORT

GPRS MODEMRS232

GPRS MODEM



SMS SENDING ON FAULT

BE AWARE OF FAULTS ANYTIME - ANYWHERE

GPRS MODEMRS232

GPRS MODEMPFC CONTROLLER



REMOTE PARAMETER EDITING

MANAGE YOUR SITE FROM YOUR DESK !

RAINBOW PLUS 
SOFTWARE

INTERNET

PFC CONTROLLER

RAINBOW SCADA 
SERVER



DATA SECURITY

DATA IS SENT TO YOUR CONTROL CENTER ONLY !

NOBODY CAN REACH YOUR DEVICE BEHIND FIREWALL  !

FIREWALL

0

INTERNET



EASY INSTALLATION

CONTROLLERS CAN WORK WITH LOCAL IPTHROUGH LAN

Á NO STATIC IP REQUIRED !

Á NO ADDITIONAL DATA SERVER REQUIRED !

LOCAL IP INTERNET

RAINBOW SCADA 
SERVER


